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TELEPHONE: (408) 637-7405 Applies: 902 LOWER WING KIT
902-5 902-S
C-0002
¢ CHRISTEN INDUSTRIES INC. Sub ject: INSPECTION OF BOLT THREAD
U 1048 SANTA ANA VALLEY RD. ENGAGEMENT IN SELF-LOCK-
S HOLLISTER, CA 95023 ING NUT DESCRIBED IN
T MANUAL STEP 0-14

THE 50067-012 BOLT IN MANUAL STEP 0-14 WHICH ATTACHES THE PUSHROD END BEARINGS
TO THE FORWARD JAWS OF THE IDLER ARM SHOULD EXTEND AT LEAST 1-1/2 THREADS
. BEYOND THE FACE OF THE TIGHTENED NUT.

A CUSTOMER REPORTS THAT THE BOLTS IN HIS WING DO NOT EXTEND THE REQUIRED
1-1/2 THREAD LENGTH.

INSPECT THE ATTACHMENT BOLTS IN YOUR IDLER ARM TO PUSHROD END BEARING
ASSEMBLIES FOR THREAD LENGTH EXTENSION. IF THERE ARE LESS THAN 1-1/2 THREADS
EXTENDING FROM THE TIGHTENED NUT, TELEPHONE THE CHRISTEN FACTORY COLLECT TO
REQUEST 50241-001 THIN SELF-LOCKING NUTS TO REPLACE THE STANDARD SELF-LOCKING

NUTS.

IF YOU HAVE NOT CONSTRUCTED YOUR LOWER WING, HOLD THIS PRODUCT LETTER AS A
REMINDER TO PERFORM THIS INSPECTION AFTER COMPLETION OF MANUAL STEP 0O-=14.

ENCLOSURES:

NONE





